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Introduction

Thank you for purchasing the Mastermind GT MIDI foot controller! The Mastermind GT is the most technologically
advanced MIDI controller available and has been designed to be able to control the most complex MIDI systems,
but is also incredibly easy to use.

The Mastermind GT includes many features that set it apart from the competition:

10, 16 or 22 buttons, each with a graphic LCD display over it

The display over each button can be customized with different text labels and backlighting colors

Large main LCD display that displays preset, song, and other status information

Any button on the controller can be assigned to any function

There can be up to 16 global button pages, each of which can be configured with its own full set of buttons
Enough storage for 768 presets and 16 connected devices

Each preset can also have its own local button page

Each instant access button can send 20 additional MIDI messages

Each preset can change the state of every instant access button on all 16 button pages

Each preset can send program and bank changes to each device, plus also send up to 10 general MIDI
messages

“IA Mode” converts up to 21 (15 on the Mastermind GT/16, 9 on the Mastermind GT/10) of the available buttons
to Instant Access buttons with the tap of a single button

4 Expression pedal inputs

2 External switch inputs, both of which can accept a 1 button or 2 button switch.

USB “A” port allows the use of a USB flash drive for settings backup and firmware upgrades

USB “B” port for connection to a PC

Phantom power capability when using a 7 pin MIDI cable or 6-pin XLR cable

Two 9VDC outputs for powering tuners or pedals

Remote In jack, which allows the synchronized use of multiple Mastermind GT controllers on stage



Front Panel

o 0

Loop Loop 1A Page
1 2 000: Preset 000 Mode IA Store
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Front Panel Controls

1. Main Display — This is the main status display that shows the current preset and/or song name, preset number
and other status information. The display format is user configurable, with several options.

2. Button Display — These 22 displays (16 displays on the Mastermind GT/16, 10 displays on the Mastermind
GT/10) are present over every button. They indicate the current function the button performs and the status of the
button. These displays have RGB color backlights and can be configured for different functions and background
colors.

3. Soft Buttons — These two small buttons are used only in Setup Mode. To enter Setup Mode, hold both of these
buttons for approximately 2 seconds, until the Setup Mode screen is visible. The status bar at the bottom of the
main display indicates the current function of these buttons.

4. Footswitches — These 22 footswitches (16 footswitches on the Mastermind GT/16, 10 footswitches on the
Mastermind GT/10) are used in both Setup Mode and normal operation. The current function of each footswitch is
indicated by the display above it.



Rear Panel
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Rear Panel Connections (left side)

Expression Pedals 1-4 — Up to four expression pedals can be connected to these ports using ¥4” TRS cables.
Refer to the Expression Pedals section for more details.

USB A — This is a USB port designed for use with a USB flash drive. A flash drive can be used to back up or
transfer settings, and is also used for firmware upgrades.

USB B - This USB port is designed to connect to a PC or Mac. When connected, the Mastermind GT will appear
as a MIDI interface connected to the computer.

External Switches 1/2 and 3/4 — External footswitches can be connected to these ports to add four more
switches to the system. Each port can take a single or double footswitch connected with a %2” TRS (tip-ring-sleeve)
cable. These switches are fully configurable and can perform all of the operations the on-board switches can.
More details on these switches can be found in the External Switches section.




Remote In MIDI Out

Remote In MIDI Out Accessory Power Out Power Input
9VDC 100maA total 12VDC 2A
+ (- -—(—+

®© ©® O)

® ®

Note: only phantom power this controller using
approved devices! Please refer to the user’s manual.

Rear Panel Connections (right side)

Remote In — This is a MIDI input port. It can be used for receiving MIDI patch data, program changes or can be
used to connect multiple Mastermind GTs together and allow them to control each other. This is a 7-pin MIDI port,
but you can always use a standard 5-pin MIDI cable to connect to this port.

MIDI Out - This is the main MIDI output. Connect this port to the MIDI device(s) you wish to control. You can use
a standard 5-pin MIDI cable here, but if you connect a 7-pin MIDI cable, you can phantom power the Mastermind
GT over the MIDI cable. If you phantom power, you can use the Mastermind GT without it needing its own power
supply. Please refer to the note below for more details.

Accessory Power Out — These two power output ports provide 9VDC center negative power for powering tuners,
wah pedals and the like. The outputs can deliver 100mA total. This is enough to power a typical wah pedal and
any of the popular pedalboard tuners.

Power Inputs — This is the main power input for the Mastermind GT. The Mastermind GT requires a 12VDC supply
with at least 2A of current capacity. NOTE: Do not connect power to this jack if you are phantom powering the
Mastermind GT!

Remote In (XLR) — (Mastermind GT/22 only) This is a second MIDI input port that works the same way as the
other Remote In. This one has a 6-pin female XLR connector designed to connect to another Mastermind GT. Do
not use the XLR and the standard DIN MIDI inputs at the same time! Doing so can cause unpredictable results.

MIDI Out (XLR) — (Mastermind GT/22 only) This is a second MIDI output port that is wired in parallel with the other
MIDI Out port. This one has a 6-pin male XLR connector designed to connect to RJM Music products such as the
Effect Gizmo and Rack Gizmo, or another Mastermind GT. Do not use the XLR and the standard DIN MIDI outputs
at the same time! Doing so can cause unpredictable results. This jack also accepts phantom power from a
compatible device.

IMPORTANT NOTES ON PHANTOM POWERoN’t connect a power supply to the Mastermind GT if you are
phantom powering it! Doing so can damage the Mastermind GT and/or connected devices! Also, before
attempting to phantom power the Mastermind GT, please make sure the device you’re connecting to is
compatible. The device must provide 12 volts DC or 9 volts AC over pins 6 and 7 of the MIDI cable (or pins 1and 2
of the 6-pin XLR connector), and must be able to handle the current draw of the Mastermind GT.
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Basic Operation

Right out of the box, the Mastermind GT is configured like a standard MIDI controller. The preset buttons are
green and instant access buttons are blue. Buttons with other functions are indicated by color and text label. The
Mastermind GT is configured to control a single Rack Gizmo (our flagship audio loop switcher / function switcher),
and to send program change messages on MIDI channel 1.

Mastermind GT/10 default button configuration

Page Bank Bank

L 1
. IA Store 000: Clean Down Up

Hold both for setup

o o
Hi Smooth 1A
Clean Blues Crunch Gainer Lead Mode

O O O O O O

Mastermind GT/16 default button configuration

Loop Loop 1A Page
1 2 000: Clean Mode IA Store

O O

Hold both for setup

o o
Loop Loop Loop Loop Loop Bank
3 4 5 6 7 Up
Hi Smooth Bank
Clean Blues Crunch Gainer Lead Bl

O O O O O O




Mastermind GT/22 default button configuration

Loop Loop 1A Page
1 2 000: Clean Mode IA Store

Hold both for setup

@ o _ _ @ o

Loop Loop Loop Loop Loop Bank
3 4 5 6 7 Up
Loop Function Function Function Function Bank

8 1 2 3 4 Down
Hi Smooth Shred
Clean Blues Crunch Gainer Lead Fest

O O O O O O

Presets and Banks

The green buttons are preset selection buttons. These are typically used to send program change messages to
effects processors and to turn on or off multiple loops on audio switchers. Each preset can simultaneously affect
every device in your system, so presets are typically used for different songs, different song sections or any time
you need to define a specific sound.

The Mastermind GT can store up to 768 presets. They are arranged in banks, and each bank is defined by how
many preset buttons are available. The default configuration is to have 6 preset buttons, so a bank will contain 6
presets. On the Mastermind GT/16 and GT/10, there are 5 preset buttons by default and a bank has 5 presets. The
Bank Up and Bank Down will shift up or down one bank, respectively.

When you press the Bank Up or Down button, the text over the preset buttons will change to show the presets in
the selected bank. The preset buttons will flash, indicating that you need to select a preset. You can either
continue to use the Bank Up and Down buttons to find the bank you need, or you can press one of the preset
buttons to select that preset. The Mastermind GT will not switch to a new preset — and will not send any MIDI
messages — until you leave the bank selection mode by selecting a preset.

Instant Access Butions

The blue buttons on the controller are the instant access buttons. Unlike the preset buttons, which affect
everything in your system simultaneously, an instant access button typically controls one particular feature or
effect in your system. You might assign an instant access button to switch on a fuzz pedal connected to a loop
switcher, or to turn on a chorus effect block in an effect processor. You can think of your instant access buttons as
a virtual pedalboard — one button press turns on or off one effect.



By default, the Instant Access buttons are set up to control a Rack Gizmo, but they can be programmed to control
pretty much any MIDI device, even more than one device at a time. Please refer to the Editing Buttons section for
information on how this is done.

Button Pages

The Page / 1A Store button allows you to switch between multiple pages of buttons. Each page can have a
completely different button configuration — you can change which instant access buttons are shown, how many
preset and instant access buttons there are and where those buttons are located.

Pressing the Page / IA Store button switches from one button page to the next. Once the last page is reached,

pressing the Page / IA Store button switches back to the first page. There can be up to 16 pages of buttons, but
you can limit the number of pages visible to avoid having to scroll through pages you don’t use. By default, two

button pages are available, but this can always be changed in Setup Mode.

Each preset in the Mastermind GT can also have its own “local” button page. This page takes the place of button
page 16 when the preset is loaded. The local button page will be shown by default, but you can always access the
other button pages using the Page / IA Store button.

IA Store

The other function of the Page / IA Store button is to store information to the current preset. If you hold the Page
/ 1A Store button for three seconds, the preset’s current state is stored to memory. This state includes the
following:

The on/off state of any IA buttons

The state of any IA Cycle buttons

The currently selected button page

The current bank and PC number for each device (adjusted using the Device PC +/- buttons)

=A =4 -8 A

This allows you to use the GT’s buttons to choose your IA button states, button page and device PCs and store
them to each preset without having to enter the GT’s setup mode.

IA Mode

The IA Mode button allows you to convert every button (except the IA Mode button itself) to an instant access
button. This function is also known as “IA reveal” on other MIDI controllers. In this mode, you can have up to 21
instant access buttons available (15 IA buttons on the Mastermind GT/16, 9 IA buttons on the Mastermind GT/10).
This allows you to switch presets to perform the more dramatic sound changes (perhaps from song to song), then
tap the IA Mode button which allows you to fine tune by turning individual effects on and off. You can decide if all
of the buttons switch to instant access, or if some retain their functions in instant access mode.



Initial Setup - Adding a Device

The first thing you’ll probably need to do with the Mastermind GT is to add a device. This informs the GT about
what it’s connected to and what it needs to do to control that device. The Mastermind GT has an internal
database of information about popular MIDI devices, so often times you might only need to select the device from
a list and the Mastermind GT will do the rest of the setup for you.

To add a device, first enter Setup Mode by holding the two soft buttons under the main display:

Loop Loop IA Page
1 2 000: Preset 000 Mode IA Store
Hold both to enter setup
O O . - O O

N

Soft Buttons

Next, select the Edit Devices option:

Current Pg Set List Setup Mode

1 All Songs Done

Select an option

Q Q Done Q Q

o o
Edit Edit Edit MIDI System Display
Devices Buttons Presets Settings Functions Adjust

O O O O O O

N

Select

You will see a list of devices defined in your system. By default, a single Rack Gizmo is defined. You can select
the Rack Gizmo if you want to replace that device with another, or you can select another empty device slot to
add a second device of another kind.

Gizmo Select a device to edit

Q Q Done Q Q




Once a device slot is selected, you are taken to the Device Edit screen. Select the Type button in the upper left
hand corner to set the type of this device.

Type Edit Device 1
Done

222

o, © _ o @ o
N

Select

You will be presented with a list of device manufacturers. Select your manufacturer from the list, then select the
model of the device in the next list that is presented.

Manufacturers (this is just an example, the list you see will be different):

Generic

RIJM
Music

Avid

Eventide

Fractal
Audio

TC
Electronic

O

O

O

O

O

O

Device models (again, just an example):

Amp
Gizmo

Effect
Gizmo

Mini Amp
Gizmo

Mini Effect
Gizmo

Switch
Gizmo

Rack
Gizmo

O

O

O

O

O

O

If your device (or device manufacturer) is not listed, you can select Generic for the manufacturer and PC/CC
Device for the device model. This will allow you to control most effect processors and loop switchers. You will
need to manually type in the device name and other parameters in the Edit Device and Edit Button menus.

If your device is listed, the Mastermind GT can set up many of the device parameters for you. What it can do
varies from device to device. At the minimum, it can set up the device name and the number of presets and banks
the device has. Some devices allow you to set up instant access buttons by parameter name and some will even

allow you to download preset names from the device.



The Device Edit screen shows you the options available for your device:

Type Name Edit Device 1 Next
. . Done
Rack Gizmo Rack Gizmo Rack Gizmo Page
O O O O
o o
MIDI Ch Assign Set Default Set Default Port Preset Offst
1 Buttons Buttons Pedals MIDI Out 0
Max PC # Bank Type # of Presets Init PCs Init PCs Init PCs
127 MSB 256 - None - AllO Sequential
CC On Prst Send PC SndRdunPC IgnorePClin IgnoreCCin Delete
Off On Off Off Off Device

(Please note that the screens will look different based on which model of Mastermind GT you have. If not all of the
available options can fit, use the Next Page button to see the other pages of options.)

One important parameter that needs to be set for every device is the MIDI channel (MIDI Ch). The MIDI channel is
very important because it insures that each device receives the messages it's supposed to — and doesn’t receive
the messages that are intended for other devices.

Typically, each MIDI device needs to be set to its own MIDI channel. This number needs to be set here on the
Mastermind GT and also on the device itself. (Most MIDI devices have a MIDI Channel or MIDI Receive Channel
parameter). To set the channel on the Mastermind GT, press the MIDI Ch button, then select one of the 16
possible MIDI channels.

If they’re available, the Set Default Buttons, Set Default Pedals and Get Preset Names options allow for the
quickest setup. Press Set Default Buttons, then select a page number from the list that pops up. The buttons on
the selected page will be set up to control the different features of your device. These features could be
individual effects on an effect processor, audio loops on a loop switcher, or any other on/off type parameter. Set
Default Pedals does something similar for expression pedals, setting up the expression pedals to control
commonly used features on the device (typically wah and volume pedal functions).

Reading Preset Names

If you like (and if available), you can also select Get Preset Names. This will make the Mastermind GT download
the name of every preset from your effect processor, saving you the trouble of typing them in. Get Preset Names
brings you to the following menu:
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Start Preset End Preset Get Preset Names

Done
! 384 Select an option

O O Done O O

Dest Preset
1

O O O O O O

Start

Start Preset and End Preset indicate the numbers of the starting and ending preset on your effect processor that
will have their names copied. Dest Preset indicates the first of the presets on the Mastermind GT that will be
renamed.

Once you press the Start button, the Mastermind GT will query your device starting at the preset indicated by
Start Preset. The name of that preset will be copied to Dest Preset on the GT. The destination preset will also be
set up to recall the correct preset on the effect device. The GT will then move to the next higher preset and will
repeat the process. This will continue until it processes End Preset on the effect processor.

Reading Preset Names with Scenes

On the Axe-Fx Il device, it's possible to read both preset names and scene names. Scenes are “presets within a
preset”, and they allow you to have different configurations of each preset that you can recall quickly. You can
think of each preset as a different pedalboard and each scene determines the settings for each effect on the
pedalboard, and which effects are on and which are off.

When you select the Get Preset Names option on an Axe-Fx lll, there is an additional option, Get Scenes. If you
leave this turned off, you can read preset names as described in the previous section. If you turn it on, you get the
following options:

Start Preset End Preset Get Preset Names

Done
0 127 Select an option

O O Done O

O

Dest Preset
1

Get Scenes
On

Create Songs
Off

Start

O

O

O

O

O

O

When you run this process, it will read preset names as in the previous section, but it will also read scene names
from each preset and store them into each GT preset. These scene names will be displayed on any Scene
buttons you may have defined. The default button configuration created by Set Default Buttons includes Scene
buttons that appear when the GT is in IA mode. There is also a Show Scene Names option in Display Settings
that will enable display of the current scene name in the lower row of the main display.

Scene names are stored within each GT preset, and you can edit them using the Edit Presets / Edit Scenes setup
menu item.

"



Using the Create Songs Option

If you turn on the Create Songs option, the Get Preset Names process sets up your GT differently. The Dest
Preset option will change to Dest Song. You will also see another option appear: Scenes/Song. This controls how
many scenes are read from each Axe-Fx preset.

When you start this process, the Mastermind will read the preset and scene names from the Axe-Fx Ill and will
create songs and presets based on what it reads. Each Axe-Fx preset will become a GT song, and each Axe-Fx
scene will become a GT preset. Scenes/Song controls how many scenes are read from each preset. We
recommend setting this to 6 on a Mastermind GT/22, or 5 on a Mastermind GT/10 or GT/16, because this is the
number of preset buttons each model has by default.

Once you've done this, you’ll see both the current preset and current scene name in the main display on the
Mastermind GT. Your preset buttons will display the names of the scenes in the current Axe-Fx preset. Pressing a
preset button will select a scene. Pressing Bank Up or Bank Down will move through the list of Axe-Fx presets.

The Create Songs option is recommended if you are controlling multiple MIDI devices and you would like to have
other MIDI devices switch presets when you change scenes on the Axe-Fx. Using GT presets to select scenes
makes this possible — selecting a scene using the GT can select presets (or make other changes) on all of your
other devices. The primary limitation of this option is that you are able to download fewer presets — each scene
becomes one of the GT’s 768 presets, so if you have Scenes/Song set to 6, for example, you will be able to
download 128 presets with 6 scenes each.
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Setup with a Fractal Audio Axe-Fx | or Il

The Axe-Fx series of effect processors are commonly used with Mastermind GTs. The Axe-Fx’s advanced MIDI
implementation allows the Axe-Fx and Mastermind GT to communicate to each other, with the Mastermind GT
sending commands to the Axe-Fx and the Axe-Fx sending status information back to the Mastermind GT.

NOTE: THESE INSTRUCTIONS APPLY TO THE ORIGINAL AXE-FX AND AXE-FX Il SERIES. AXE-FX Il
SUPPORT IS DISCUSSED IN THE NEXT SECTION.

Connections

This setup requires slightly different connections than a standard MIDI device would. There are two ways to do it:

Single MIDI cable - this is the simplest connection. Simply connect a standard 5-pin MIDI cable from the
Mastermind GT’s MIDI output to the Axe-Fx’s MIDI input.

Even though the connectors on the two devices are 7-pin MIDI connectors, a 5-pin cable will work fine. The extra
two pins are used for phantom power, and should be left unconnected. The Axe-Fx is not able to supply enough
current to power the Mastermind GT, so a 5-pin cable is the safest option.

Make sure that the MIDI cable you use is a “5 pin active” type — a “3 pin active” MIDI cable will not work correctly.
It's also important to make sure that the Mastermind GT and Axe-Fx are connected directly to each other, with no
MIDI devices in between. They need to be directly connected in order to communicate correctly.

With this option, you should power the Mastermind GT normally — with its included power supply.

Phantom Power Adapter — you can also phantom power the Mastermind GT. This allows you to keep the power
supply backstage in a rack, with only one MIDI cable going to the GT. We sell a phantom power adapter box, part
number PPA-DIN7F-1, which is a small box that goes between the Mastermind GT and Axe-Fx. It combines the
MIDI connection from the Axe-Fx and power from the AC adapter into a single 7-pin MIDI connection that goes to
the Mastermind GT.

Phantom Power Adapter
PPA-DIN7F-1

To Axe-Fx MIDI Input
€— > (use 5-pin active MIDI

cable)

To MIDI Input
(5-pin)

To Mastermind GT MIDI Output 3]
(use 7-pin MIDI cable)

To MIDI Output
(7-pin)

€«——  AC Adapter

Power

Settings
Setup on the Mastermind GT requires only a few steps:
1. In Mastermind GT setup, select Edit Devices.
2. Select a device slot. If you’re starting with a Mastermind GT that’s in the factory state, select the “Rack

Gizmo” slot. If you also have a Rack Gizmo, you can leave the “Rack Gizmo” entry and instead select one
of the empty slots.
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3. Press the Type button, then select Fractal Audio. Next, select your Axe-Fx model from the list. Don’t
select any of the options that say “(slave)” after the model name. (These options are described a bit later.)

4. Press the Set Default Buttons button, and press 1. This sets up button page 1 with a default set of buttons
that control the Axe-Fx.

5. Press the Set Default Pedals button. This sets up the expression pedals to control the Axe-Fx.

6. Optional: Use the Get Preset Names feature to read the preset names from the Axe-Fx. This process is
described in the previous section.

7. Exit setup mode.

Usage

Once it's set up, you'll see a standard configuration of preset buttons, bank buttons, and IA buttons. The preset
buttons (in green) allow you to select presets on the Axe-Fx, and the bank buttons (in purple) allow you to move
through the banks of presets. If your preset buttons are currently showing presets O through 4, pressing Bank Up
will change the presets to display presets 5 through 9. Pressing Bank Up again will shift up to the next bank of
presets, and pressing Bank Down will shift down one bank. The combination of bank and preset buttons allows
you to access every preset on the Axe-Fx.

The blue buttons are IA (Instant Access) buttons. These control individual effect blocks in the current preset. If an
IA button is not lit, that means that the effect block is not available in the current preset. If the IA button is blue,
the effect is available in the current preset but is not currently turned on. If the IA button is aqua or light blue, then
the effect is currently turned on. Any of the IA buttons that are lit can be pressed to turn the associated effect on
or off, just like an effect pedal.

Tuner
The Tuner button turns on the Axe-Fx’s built-in tuner and displays the tuner status on the Mastermind GT’s main
display. The tuner will remain on until the Tuner button is turned off or you select a different preset.

Tempo

The Tempo button allows you to tap out a tempo for time-based effects on the Axe-Fx. The settings in the current
Axe-Fx preset determine which effects follow this tempo. Once it’'s been tapped, the Tempo button will flash at
the current tempo.

Troubleshooting

If the Mastermind GT and Axe-Fx don’t appear to be communicating, there are a number of things you should
check:

1. Check the MIDI cables and how they’re connected. This is the most common cause of problems. Make
sure your cables are good — try other cables if you have them. Make sure that your 5-pin cables are the
“5 pin active” type.

2. Make sure that the Axe-Fx’s MIDI channel is set to the same MIDI channel as the Axe-Fx entry in the
Mastermind GT’s device settings. By default, these are both set to channel 1, but either could have been
changed to something else.

3. Inthe Axe-Fx’s I/O / MIDI settings page, make sure that “Send Realtime Sysex” is set to ALL.

Slave Mode

By default, the on/off state of each effect block is determined by the settings stored in the Axe-Fx’s presets. When
you select a preset on the Mastermind GT, the GT selects the desired preset on the Axe-Fx. The Axe-Fx then
reports back to the Mastermind GT, telling it if each effect block is on, off or disabled. The IA buttons are updated
to show this status.

In this “normal” mode, if you want to change which effect blocks are turned on or off in a particular preset, you
need to do the editing on the Axe-Fx itself. You can’t update this information on the Mastermind GT.
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An alternate method is available, which we refer to “slave mode”. This changes the way the Mastermind GT
handles the IA buttons that control effect blocks. When a preset is selected on the GT, the GT will request a
preset on the Axe-Fx, then report the status of each effect block (“chorus 1is on”, “drive 1is off”, etc.). This all
happens in a fraction of a second, and the result is that the GT’s settings override those on the Axe-Fx.

In slave mode, you can select which effect blocks are turned on or off simply by pressing the IA buttons on the
Mastermind GT, then holding the “Page / IA Store” button for three seconds to store the new IA state to the
current preset. No editing is required on the Axe-Fx itself.

Selecting Slave Mode

To select slave mode, go into Edit Devices, select a device slot, then press Type. In the list that pops up, select
your Axe-Fx model, with “(slave)” shown after the model name. Then follow the steps in the Setup section above,
starting with step 4.

If you want to switch to slave mode, or switch out of slave mode and have previously set up your GT to work with
an Axe-Fx, it's important that you reassign all of your IA buttons using the Set Default Buttons or Assign Buttons
functions. Each button has to be updated to its new settings.
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Setup with a Fractal Audio Axe-Fx Il

The Mastermind GT supports the Axe-Fx Il processor, which expands on the previous models with many more
effect blocks, named scenes and effect block channels.
Connections

There are two methods you can use for connecting your Axe-Fx lIl.

Two MIDI cables — Use two standard 5-pin MIDI cables. One connects from the Mastermind GT’s MIDI Out jack to
the Axe-Fx’s MIDI Input. The other connects the Mastermind GT’s Remote In jack to the Axe-Fx’s MIDI output.

Even though the connectors on the Mastermind GT are 7-pin MIDI connectors, a 5-pin cable will work fine. Just
make sure the gap in the pins is facing upward when you plug it in.

With this option, you should power the Mastermind GT normally — with its included power supply.

Phantom Power Adapter — you can also phantom power the Mastermind GT. This allows you to keep the power
supply backstage in a rack, with only one MIDI cable going to the GT. We sell a phantom power adapter box, part
number PPA-DIN7F-2, which is a small box that goes between the Mastermind GT and Axe-Fx llI. It combines the
MIDI connections from the Axe-Fx Il and power from the GT’s AC adapter into a single 7-pin MIDI connection that
goes to the Mastermind GT.

Phantom Power Adapter
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There is also a third-party option - Best-tronics (www.btpa.com) sells an all-in-one cable that performs the same
function as the phantom power box.

Settings

There are a few important settings that need to be made on the Axe-Fx Ill. Go into setup on the Axe-Fx lll, and
use the “down” button to move down to the MIDI/Remote option, then press Select. Make the following changes:

1. Set MIDI Channel to 1
2. SetProgram Change to On
3. Set Send Realtime Sysex to On

Setup on the Mastermind GT requires only a few steps:

1. In Mastermind GT setup, select Edit Devices.
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2. Select a device slot. If you’re starting with a Mastermind GT that’s in the factory state, select the “Effect
Gizmo” slot and you can overwrite it. If you also have an Effect Gizmo, you can leave the “Effect Gizmo”
entry and instead select one of the empty slots.

3. Press the Type button, then select Fractal Audio. Next, select Axe-Fx Ill.

4. Press the Set Default Buttons button and press 1. This sets up button page 1 with a default set of buttons
that control the Axe-Fx Il.

5. Press the Set Default Pedals button. This sets up the GT’s expression pedals to control the Axe-Fx.
There’s a little more expression pedal setup required on the Axe-Fx, which is described in the next
subsection.

6. Optional: Use the Get Preset Names feature to read the preset names from the Axe-Fx. This process is
described in the Reading Preset Names with Scenes section.

7. Exit setup mode.

Expression Pedal Setup

Following the previous steps sets up the GT’s expression pedals to send the correct CC humbers. Some more
setup on the Axe-Fx is required.

In the Axe-Fx’s setup menu, go to MIDI/Remote and select the External page. Set External Control 1to CC11,
External Control 2 to CC12, External Control 3 to CC13 and External Control 4 to CC14.

To assign an expression pedal to an effect parameter, edit the effect in the Axe-Fx. Select the parameter you
want the expression pedal to control and press the Modifier knob on the Axe-Fx. Set Source to “External Control
1” to assign it to the first expression pedal, “External Control 2” to assign it to the second expression pedal, etc.
For a more detailed description, please refer to the “MODIFIER TUTORIAL: WAH PEDAL” section in the Axe-Fx Il
manual.

Usage

Once it’s set up, you'll see a standard configuration of preset buttons, bank buttons, and IA buttons. The preset
and bank buttons will work in one of two ways:

Standard method:

Pressing the green preset buttons will select Axe-Fx presets. If you used the Get Preset Names option,
the buttons will display the Axe-Fx preset names. Otherwise, the buttons will be numbered: Preset 1,
Preset 2, etc. Pressing the Bank Up or Bank Down buttons will move you through the banks of Axe-Fx
presets. If your preset buttons are currently showing presets 1 through 5, pressing Bank Up will change
the presets to display presets 6 through 10. Pressing Bank Up again will shift up to the next bank of
presets and pressing Bank Down will shift down one bank. The combination of bank and preset buttons
allows you to access every preset on the Axe-Fx.

If you followed the instructions in the Using the Create Songs Option section:

The current preset name and current scene name are displayed in the main display. The green preset
buttons show all of the scenes that you’'ve defined in the current preset. Pressing a green button selects
a scene. Pressing Bank Up or Bank Down allows you to move through the list of Axe-Fx presets and
select them. As you move through the list of presets, the green buttons will update to display the scenes
available for the current preset.

The blue buttons are IA (Instant Access) buttons. These control individual effect blocks in the current preset. If an
IA button is not lit, that means that the effect block is not available in the current preset. If the IA button is blue,
the effect is available in the current preset but is not currently turned on. If the IA button is aqua or light blue, then
the effect is currently turned on. Any of the IA buttons that are lit can be pressed to turn the associated effect on
or off, just like an effect pedal.

The second line in these IA buttons indicates which channel is active. Most effect blocks have four channels and

each can have different settings for its effect parameters. Holding one of these IA buttons for 2 seconds pops up
a menu that allows you to select one of the four available channels.
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IA Mode

The white IA Mode button switches the preset and bank buttons to their secondary functions. When using an Axe-
Fx IIl, the preset buttons become Scene select buttons, and will display scene names if you have run Get Preset
Names (otherwise, they’ll display scene numbers). The Bank and Page/IA Store buttons will change to additional
effect block buttons.

Pall State

The Axe-Fx lll is the first device to support the Poll State option. This option, found in Edit Devices, tells the
Mastermind to continuously check the Axe-Fx’s state and update itself based on any changes. For example, if you
enable an effect block or change its channel using the Axe-Fx front panel controls, the Mastermind’s button(s) will
update accordingly. This will synchronize effect bypass, effect channels and scenes.

Also, if Ignore Incoming PCs is not turned on, preset changes on the Axe-Fx will be reflected on the Mastermind.
When a new preset is selected on the Axe-Fx, the Mastermind will change to whatever preset on the Mastermind
is set up to recall that Axe-Fx preset. If more than one Mastermind preset is set up to recall that Axe-Fx preset, the
lowest numbered Mastermind preset will be selected.

Tuner
The Tuner button turns on the Axe-Fx’s built-in tuner and displays the tuner status on the Mastermind GT’s main
display. The tuner will remain on until the Tuner button is turned off or you select a different preset.

Tempo

The Tempo button allows you to tap out a tempo for time-based effects on the Axe-Fx. The settings in the current
Axe-Fx preset determine which effects follow this tempo. Once it's been tapped, the Tempo button will flash at
the current tempo.

Troubleshooting

If the Mastermind GT and Axe-Fx don’t appear to be communicating, there are a number of things you should
check:

1. Check the MIDI cables and how they’re connected. This is the most common cause of problems. Make
sure your cables are good — try other cables if you have them.

2. Ifyou’re using a phantom power box, make sure that MIDI Bidir (bidirectional MIDI) is turned on in MIDI
Settings.

3. Make sure that the Axe-Fx’s MIDI channel is set to the same MIDI channel as the Axe-Fx entry in the
Mastermind GT’s device settings. By default, these are both set to channel 1, but either could have been
changed to something else.

4. Inthe Axe-Fx’s MIDI/Remote settings page, make sure that settings are set as described earlier in this
section.

Technical Details

Axe-Fx Ill support works differently than other devices. The Axe-Fx lll is actually being controlled by Sysex
messages sent from the GT. However, the GT is really designed to work with CCs - the built-in device database
only uses CC numbers, for example. What's worse, the Axe-Fx Il ships without any CC numbers predefined at all.
Using CCs would require you to go in and manually set all of the CC numbers in the Axe-Fx to match the ones
defined in the GT.

To get around this, we use fake CC numbers, which are translated by the software into Sysex messages behind
the scenes. This allows you to continue using the typical Assign CCs and Set Default Buttons features in the GT
without so much configuration needed on the Axe-Fx. A side effect of this is that the bypass and channel CC
number settings on the Axe-Fx Il are completely ignored — you have to use the CC numbers as defined in the
Mastermind.
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CC Values

CC values are also a bit different than normal. In addition to the standard value O for bypass and value 127 for
active, there are values that select the effect channel:

Value 0: Bypass effect block

Value 1: Select channel A

Value 2: Select channel B

Value 3: Select channel C

Value 4: Select channel D

Value 5: Select channel E

Value 6: Select channel F

Value 127: Enable effect block

This allows us to use one CC number that can select either effect state or effect channel.

If you look at the default button settings, you can see examples of how all of this works. Each |A button uses the O
and 127 values to turn an effect block on and off, and the hold function uses values 1-4 to select effect channel.

Get Preset Names with Scenes

Running the Get Preset Names process with Get Scenes turned on will retrieve preset names from the Axe-Fx
and will also read the scene names from each preset. Scene names are stored in each GT preset, and they can
be edited in the Edit Preset / Scene Names menu. These scene names will automatically be displayed in any
Scene buttons you have defined, and also in the lower row of the main screen if Scene Names is turned on.

Get Preset Names with Scenes and Create Songs

When you run Get Preset Names and have both Get Scenes and Create Songs turned on, the following things

will happen:
T The GT will switch into song and setlist mode
9 Each selected Axe-Fx preset name will be written to a GT song
1 Scenes within each Axe-Fx preset will have their names written into GT presets. (This can be anywhere

f
f
f

from 1to 8 scenes per Axe-Fx preset, which you can choose using the Scenes / Song parameter)

Each GT preset will be assigned to the appropriate GT song

Each GT preset will be set to select the correct Axe-Fx preset and scene

The current scene number will be stored in each GT preset. Because each preset selects a single scene,
only one scene name is stored per preset

So, in the end you get one GT song for each Axe-Fx preset, and one GT preset for each Axe-Fx scene. Pressing a
GT preset button will select a scene, pressing Bank Up or Bank Down selects an Axe-Fx preset.
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Setup with a Kemper Profiling Amp

The Kemper Profiling Amp (or KPA) is another device that is frequently used with the Mastermind GT. The KPA
has an extensive MIDI implementation that allows it to communicate bidirectionally with the Mastermind GT,
reporting effect block status, effect types, tempo and tuner data.

Connections

The KPA needs two MIDI cables to communicate to the Mastermind GT, one for input and one for output. There
are two ways you can make the connection:

Two MIDI cables - this is the simplest connection. Simply connect two standard 5-pin MIDI cables: one from the
Mastermind GT’s MIDI output to the KPA’s MIDI input, and one from the Mastermind GT’s Remote In to the KPA’s
MIDI output.

These cables can be “3-pin active” or “5-pin active” types — either is fine. Even though the MIDI connectors on the
Mastermind GT are 7-pin, it's okay to use 5-pin MIDI cables — the two extra pins are used only for phantom power
and can be left unconnected.

With this option, you should power the Mastermind GT normally — with its included power supply.

Phantom Power Adapter — you can also phantom power the Mastermind GT. This allows you to keep the power
supply backstage in a rack, with only one MIDI cable going to the GT. We sell a phantom power adapter box, part
number PPA-DIN7F-2, which is a small box that goes between the Mastermind GT and KPA. It combines both MIDI
connections from the KPA and power from the AC adapter into a single 7-pin MIDI connection that goes to the
Mastermind GT. This adapter also has the advantage of improving the grounding of the MIDI connections, greatly
reducing any noise generated by the MIDI data stream.

Phantom Power Adapter
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There is also a third-party option - Best-tronics (www.btpa.com) sells an all-in-one cable that performs the same
function as the phantom power box.

Settings
Setup on the Mastermind GT requires only a few steps:
1. In Mastermind GT setup, select Edit Devices.
2. Select a device slot. If you're starting with a Mastermind GT that’s in the factory state, select the “Rack

Gizmo” slot. If you also have a Rack Gizmo, you can leave the “Rack Gizmo” entry and instead select one
of the empty slots.
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3. Press the Type button, then select Kemper. Next, select KPA. Don’t select the “KPA (slave)” option — this
option is described a bit later.

4. Press the Set Default Buttons button, and press 1. This sets up button page 1 with a default set of buttons
that control the KPA.

5. Press the Set Default Pedals button. This sets up the expression pedals to control the KPA.

6. Optional: Turn on the Auto Names feature. This feature allows the Mastermind GT to read the
performance and slot names from the KPA when the KPA is in Performance Mode. The GT’s preset
buttons and bank names will automatically be updated as you select new banks (or Performances, as
they’re called on the KPA).

7. Optional: If you're not using Auto Names, you can use the Get Preset Names feature instead. This
feature downloads preset names from the KPA and uses them to set the Mastermind GT’s preset names.
This works in KPA’s Performance Mode, and will also work in Browse Mode if you have “Browse Mode
Program Changes” set on the KPA.

8. If using the Auto Names feature, make sure you have exactly five preset buttons visible on your button
page. The Mastermind GT/22 has six preset buttons in its default configuration, so you need to change
the sixth button to be something other than a preset button. If the number of preset buttons isn’t exactly
five, the wrong presets will be recalled.

9. Exit setup mode.

Usage

Once it's set up, you'll see a standard configuration of preset buttons, bank buttons, and IA buttons. The preset
buttons (in green) allow you to select presets on the KPA, and the bank buttons (in purple) allow you to move
through the banks of presets. If you're using the Auto Names feature, the bank buttons will select each
performance in the KPA, and the preset buttons will select the individual slots in the performance.

The blue buttons are IA (Instant Access) buttons. These control individual effect blocks in the current preset. If an
IA button is not lit, that means that the effect block is not available in the current preset. If the IA button is blue,
the effect is available in the current preset but is not currently turned on. If the IA button is aqua or light blue, then
the effect is currently turned on. Any of the IA buttons that are lit can be pressed to turn the associated effect on
or off, just like an effect pedal.

When controlling the KPA, the IA buttons will also show the type of effect that’s loaded in each slot for the current
preset.

Tuner
The Tuner button turns on the KPA’s built-in tuner and displays the tuner status on the Mastermind GT’s main
display. The tuner will remain on until the Tuner button is turned off or you select a different preset.

Tempo

The Tempo button allows you to tap out a tempo for time-based effects on the KPA. The settings in the current
KPA preset determine which effects follow this tempo. Once it's been tapped, the Tempo button will flash at the
current tempo.

Troubleshooting

If the Mastermind GT and KPA don’t appear to be communicating, there are a number of things you should check:

1. Check the MIDI cables and how they’re connected. This is the most common cause of problems. Make
sure your cables are good — try other cables if you have them.

2. Make sure that the KPA’s MIDI channel is set to the same MIDI channel as the KPA entry in the
Mastermind GT’s device settings. By default, these are both set to channel 1, but either could have been
changed to something else.
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Slave Mode

By default, the on/off state of each effect block is determined by the settings stored in the KPA’s presets. When
you select a preset on the Mastermind GT, the GT selects the desired preset on the KPA. The KPA then reports
back to the Mastermind GT, telling it if each effect block is on, off or disabled. The IA buttons are updated to show
this status.

In this “normal” mode, if you want to change which effect blocks are turned on or off in a particular preset, you
need to do the editing on the KPA itself. You can’t update this information on the Mastermind GT.

An alternate method is available, which we refer to “slave mode”. This changes the way the Mastermind GT
handles the IA buttons that control effect blocks. When a preset is selected on the GT, the GT will request a
preset on the KPA, then report the status of each effect block (“Stomp A is on”, “Delay is off”, etc.). This all
happens in a fraction of a second, and the result is that the GT’s settings override those on the KPA.

In slave mode, you can select which effect blocks are turned on or off simply by pressing the IA buttons on the
Mastermind GT, then holding the “Page / IA Store” button for three seconds to store the new IA state to the
current preset. No editing is required on the KPA itself.

Selecting Slave Mode
To select slave mode, go into Edit Devices, select a device slot, then press Type. In the list that pops up, select
Kemper, then KPA (slave). Then follow the steps in the Setup section above, starting with step 4.

If you want to switch to slave mode, or switch out of slave mode and have previously set up your GT to work with
a KPA, it's important that you reassign all of your IA buttons using the Set Default Buttons or Assign Buttons
functions. Each button has to be updated to its new settings.
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Setup with RJM Music Products
The Mastermind GT is designed to work with other RJM Music products with a minimum of setup.

Connections

The Mastermind GT only needs a single MIDI cable to connect to one of our products. You can use a standard 5-
pin cable to make the connection, and power the Mastermind GT with its own power supply.

You can also phantom power the Mastermind GT. This allows you to keep the power supply backstage in a rack,
with only one MIDI cable going to the GT. Any of our products that have a 7-pin MIDI input connector (which is
most of them) can phantom power the Mastermind GT directly. Simply connect a 7-pin MIDI cable from the
device’s MIDI input to the Mastermind GT’s MIDI Output.

Important Notes on Phantom Power!
When phantom powering the Mastermind GT, it’s very important to follow these rules:

1. Use the Mastermind GT’s power supply to power the device that’s supplying the phantom power! The AC
adapter included with most of our products is not sufficient to power the Mastermind GT. The Mastermind
GT’s power supply is large enough to power the GT plus another device, and works with all of our MIDI
products.

2. Don’t plug anything into the Mastermind GT’s power input jack!

Chaining Multiple Devices

When controlling multiple MIDI devices, only the device that’s directly connected to the Mastermind GT can
provide phantom power. You can add multiple devices to the MIDI chain by connecting the MIDI Thru of the one
device to the MIDI input of the next. 5-pin MIDI cables are sufficient for these additional connections.

Setup

Setup for RIM Music devices uses the standard process described in a previous section:

1. In Mastermind GT setup, select Edit Devices.

2. Select a device slot. If you're starting with a Mastermind GT that’s in the factory state, select the “Rack
Gizmo” slot.

3. Press the Type button, then select RJM Music. Next, select the name of your RJM product.

4. Setthe MIDI Channel parameter. For simplicity, we recommend setting your first device to MIDI channel
1, your second device to MIDI channel 2, etc.

5. On the device you’re controlling, be sure to set its MIDI channel accordingly. The MIDI channel number
must match the number you’ve assigned to it in the GT’s settings. Please consult the device’s user’s
manual for instructions on how to set its MIDI channel.

6. Back on the GT, press the Set Default Buttons button, and press 1. This sets up button page 1 with a
default set of buttons to control your device. If you have more than one device, you may wish to buttons
for each device to different pages. If this is the case, select a page other than number 1. After assigning
the default buttons, you can always move the buttons around to your liking (see the Editing Buttons
section for details).

7. Exit setup mode.
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Editing Buttons

The basic device setup in the Initial Setup section is typically enough you get you started using a new device.
However, you’ll probably want to change the button arrangement of the controller to your liking. On the
Mastermind GT, any button can be set to perform any function, so be sure to take advantage of this ability!

Swap Butions

The simplest way to rearrange buttons is to use the Swap Buttons function. This function simply swaps the
location of two buttons. To swap buttons, hold both soft buttons to enter Setup Mode, then Select the Swap
Buttons option.

The button select screen will appear, flashing all buttons to indicate that you need to select a button:

Loop

Loop

O

O

Swap Buttons

Select first button

Next Page

Cancel

Mode

Page
IA Store

O

O

You can use the left soft button to switch button pages if needed, or press the right soft button to cancel the
swap.

After selecting the first button, you are then asked for the second button:

Loop Loop Swap Buttons IA Page
1 2 Mode IA Store

Select second button

Next Paae Cancel O O

Once the second button is selected, the two buttons will be swapped and you will be taken to the main setup
menu.

Copy Button

You can also copy a button from one location to another. Unlike swapping, copying asks for a source button and
a destination button. The source button is copied to the destination, overwriting any settings on the destination
button. You will be left with two identical copies of the source button.

This is typically used to have the same button appear on more than one page. Copies of a button all act the same,
and when one button is turned on or off, all of the copies also turn on or off accordingly.

The Copy Button function is accessed in the same way as the Swap Buttons function — it’s located right next to
the Swap Buttons function in the main setup menu.

A Special Note on Preset Buttons

Preset buttons operate differently than other buttons — copying or swapping them will not work as you might
expect. Preset buttons don’t refer to a specific preset, but rather show presets in the current bank, which is
selected using the bank up and down buttons.
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On power up, the preset buttons will display presets starting at preset 1. The Mastermind GT scans the buttons
starting in the upper left corner, then proceeds left to right and top to bottom, looking for preset buttons. The first
preset button it finds will show preset 1, the next button it finds will show preset 2, etc. Because of this, swapping
preset buttons will not rearrange the order of presets — the buttons will still have presets assigned to them based
on their physical location on the Mastermind GT.

You can change how the Mastermind GT assigns presets to preset buttons. There’s a parameter called Preset
Index that allows you to change the order in which presets are assigned to buttons. All buttons are assigned
preset index O by default. To change the order of preset assignment, set the preset index to 1 for the button that
should display the first preset in the current bank, set the preset index to 2 on the button that should display the
second preset, in the current bank, etc. You can rearrange the preset buttons in any way you like using this
method.

Assign Buttons

Most devices in the Mastermind GT’s device database have information about the various parameters that can be
controlled on the device. The Assign Buttons function allows you to quickly assign a button to control one of
these parameters.

To access the Assign Buttons function, select Edit Devices from the main menu, then select the device you wish
to control. Select the Assign Buttons option

Type Name Edit Device 1 Next
Rack Gizmo Rack Gizmo Rack Gizmo Done Page
Done O O
Q Q o o
MIDI Ch Assign Set Default Set Default Port Preset Offst
1 Buttons Buttons Pedals MIDI Out 0
O QR O O O O

N

Select

You will be shown a list of parameters that are available on the device.

Comp Drive Assign Buttons Next
Done
On/Off On/Off . Page
! ! Select a function g
Done
O O - . O O
Flange Digi Delay Tape Delay Harmony Reverb Tap
On/Off On/Off On/Off On/Off On/Off Tempo

O

O

O

O

O
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EQ Spkr Sim Resonator Whammy Wah FX Loop

On/Off On/Off On/Off On/Off On/Off On/Off
Looper Looper Looper Looper Looper Looper
On/Off Start/Stop Rec Reverse Play Undo

O O O O O O

If the list of functions takes up more than one page, the Next Page buttons will be shown. This will let you move
between the pages of functions.

Once a function is selected, the menu will ask which button should receive the function. This is done using the
Button Selection menu described earlier. You will be asked if you wish to replace or add the function to the
button.

Replace will delete the existing contents of the button, then copy the new function to the button. The button will
be turned into an instant access button with the newly selected function assigned to it.

Add will add the newly selected function to the button, preserving the button’s type and list of existing functions.
When pressed, the button will activate or deactivate all of the functions assigned to it.

The Assign Buttons menu is designed to be a quick way to set up your buttons. To do more detailed editing, you
can use the Edit Button menu, which is described next.

Low Level Editing

If you need more control over your buttons, you can edit the Actions assigned to each button. Button Actions are
a list of things a button does when it’s pressed. This could be sending a MIDI message or changing a parameter
or mode on the Mastermind GT itself. You can define up to 20 actions for each button.

By using the Set Default Buttons and Assign Buttons functions as described in the previous sections, Actions
have already been assigned to buttons. In the Edit Buttons menu, now press the Button Actions button. The
Button Actions screen will be displayed, where you can see the list of actions:

Mega FX Add Edit Button Actions
chorus oniot Action Button 14, Page 2 oo
Done
O O ~ ~ O O

O O O O O O

In this example, we see that there is one action defined: to the “Mega FX” device, it is sending a CC message to
control the Chorus On/Off parameter. You can either add another action to this button by pressing the Add
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Action button, or you can edit the existing Action by pressing its button. In either case, you will be taken to the

Action Edit menu:

Type Delete Edit Button Action
: Done
CC Toggl Act
099 con Button 14, Page 2
Done
O O ~ ~ O O
Device CC Number Off Value On Value Select
Mega FX 64 0 127 CcC

O

O

O

O

O

O

The Type parameter allows you to select the action you want to perform. This could be sending a MIDI CC, PC or
Note message, or it could be a system Action. For now, we’ll discuss CC (Continuous Controller) Actions because
they’re the most commonly used Action type.

Once the Action type is chosen, you can select which device this Action applies to. Pressing the Device button

brings up a list of the devices you’ve defined. Then, once a device is chosen you can use the Select CC option (if

available) to choose which parameter this action will operate on (for example delay or chorus). You can also use

the other menu items to directly edit the CC number and the CC values sent when the button is turned on or off.

You can continue this process, adding multiple Actions to a button. When a button has more than one Action
defined, it will perform all of the Actions in the list, in order from left to right, top to bottom. So, if you wanted to,

you could have a single button enable an effect on one processor, turn on several effect loops on a loop switcher,
play a note on a synthesizer and start a sequencer!

The various Action types and their parameters are described in more detail in the Action Edit section.

Hold Buttons

A button can be set up to have two different functions: one when the button is pressed normally, and one when

the button is held. To do this, enter the Edit Buttons menu and select the desired button. The Edit Button screen

will appear:
Mode Type Edit Button
Done
Normal " Button 1, Page 1
Done
O O . . O O

Press the Mode button to switch the button from “Normal” to “Hold”

. The menu will change:

Mode
Hold

Editing
Normal

Done
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Edit Button
Button 1, Page 1

O O Done O O

The Editing parameter will now control whether you are editing the button’s normal settings or the button’s hold
settings. Each button can do something completely different for its normal and hold functions. Most of the
parameters available for a normal function can also be set for a hold function, although some parameters like
color and momentary are not available.

You can adjust the amount of time a button needs to be held down before activating the hold function. The
parameter is called Hold mSec and is in the main setup menu.

When a button is set up to have a hold function, the button will display with the normal function name in the top
line and the hold function name in the bottom line.

Bank Up Loop 1A Page
Bank Down 2 000: Clean Mode IA Store
/7 Hold both for setup
Hold @ @ . . O O
Button

Hold functions can also have their own colors. When editing a hold function, there are On Color and Both Color
settings. These are used in conjunction with the button’s normal color settings as follows:

Normal Function Off, Hold Function Off — uses normal function’s Off Color
Normal Function On, Hold Function Off — uses normal function’s On Color
Normal Function Off, Hold Function On — uses hold function’s On Color

Normal Function On, Hold Function On — uses hold function’s Both Color

You can set either of the Hold Function’s colors to “None”, which causes the hold function’s color to be ignored,
using the normal function’s colors instead.

Cycle Buttons

IA buttons can also be set up to cycle, that is, to switch between up to 4 different states instead of just switching
on or off. To enable an IA button to cycle, turn on the IA Cycle parameter in the Edit Button screen. This will add
more parameters: Step 1 Name, Step 1 Color, Step 2 Name, Step 2 Color, Step 3 Name, Step 3 Color, Step 4
Name, Step 4 Color. Use these parameters to set up the name and the color of each step in the cycle.

The next step is to edit the button’s action list using the Button Actions option in the Edit Button menu. Put a
System / Step action at the end of each step, except the last one. Each time you press the |A button, it will skip to
the next step action, and execute all of the actions up to the next step action. Once the end of the action list is
reached, it will start back at the beginning

For example, to set up an IA button to adjust volume level in four steps, you can set up an action list like this:
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Mega FX Step Edit Button Actions
CC Toggle Done
CCT7: off: 0, on:0 Button 2, Page 1
O O O O
o [
Mega FX Step Mega FX Step Mega FX Add
CC Toggle CC Toggle CC Toggle Acti
CCT: off: 0, on:42 CCT: off: 0, on:84 CCT: off: 0, on:127 ction

O O O O O O

The IA button will send CC7 with a value of O. The next time the button is pressed, it will send CC7 with a value of
42. Subsequent presses will send CC7 with a value of 84, then 127. The next press will send CC7, value O again.

When an IA button is set to cycle, only the “On” values of each action are used. The “Off” values are always
ignored.

Cycle Menu
The Cycle Menu option is available when IA Cycle is enabled. When enabled, it changes the way the IA Cycle

button operates. Instead of going through the 4 steps one step at a time, a menu of choices pops up allowing you
to select one of the four, allowing faster access to each option.
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Editing Presets

The Mastermind GT’s presets are the primary way to get many things to happen with a single button press. Each
preset can do the following:

1. Sends a MIDI Program Change (PC) message to any of your connected MIDI devices.

2. Perform up to 10 actions, each of which can send any MIDI message or activate another function on the
Mastermind GT.

3. Change the state of each of the |IA buttons and force the buttons to send their MIDI messages.

4. Change the currently visible button page, and load a local button page if requested.

5. Load new settings for expression pedals and external switches (if requested)

These steps are performed in the order shown above — PC messages are sent first, button actions are executed
next, etc.

To edit presets, select the Edit Presets option from the main setup menu. You will be presented with a list of all of
your presets. You can use the Next Page button to move through the list.

Global 1:Clean Select a Preset Sore Next
Preset Phase Page
Done
O O . . O O
2:Harmony 3: Crunchy 7:Nasty
. 5:Blues 6:Echoes
Solo Rock 4:Shred Flange

O

O

O

O

O

Press one of the buttons and the Preset Edit menu is displayed.

30

Name Page Edit Preset 7 Next
Done
Nasty Flange 1 Page
AR Nasty Flange 2
Done O
@) @) R = @)
Alt Preset Tempo Auto Tap Div MIDI Clk Div Btn Color Exp
None 60.0 Qtr Qtr None Pedals

O

O

O

O

O

O

External
Switches

Local Buttons
On

Edit
Buttons

Edit Page
Name

Preset
Actions (0)

Copy
Preset

O

O

O

O

O

O




1: Effect Gizmo 2: Mega FX
0/6 6

O O O O O O

Name

This parameter allows you to edit the name of the preset that will be displayed in the preset buttons and main
display when the preset is selected.

Button Page

The Page option allows you to choose which button page is displayed when the preset is selected. Any of the 16
button pages can be displayed, or you can select the “Same” option to leave the button page unchanged. You
can also load a local button page for this preset. This option is described later in this section.

This option only has an effect if Auto Page Select is turned on in global settings.

Alt Preset

Each preset can have an alternate preset number assigned to it. If you have the global setting Preset 2" Press
set to “Alt”, then pressing the currently selected preset button a second time will switch you to that preset’s
alternate preset. Pressing the preset button again will switch you back to the main preset. The default setting
“None” indicates that this preset has no alternate preset.

Tempo

You can set a tempo for each preset. When the preset is loaded, the tempo will automatically change to this new
value. This affects MIDI clock if enabled, and also the Auto Tap feature. The tempo can be set to any value up to
400 BPM, and it can also be set to special values: “None” (no tempo is active), “Song” (use the current song’s
tempo) and “Same” (keep the same tempo). Please refer to the Tap Tempo and MIDI Clock section for more
details.

MIDI Clock Div / Auto Tap Div

These settings allow you to set tap divisions for both the MIDI Clock and Auto Tap features, so that you can have
the Mastermind GT send mathematically related tempos. Please refer to the Tap Tempo and MIDI Clock section
for more details.

Btn Color

This setting allows to you set the color of a preset button when this preset is selected. This color overrides any
color that’s set for the preset button. Set to “None” to keep the default preset button color.

Expression Pedals and External Switches

You can choose to override the global settings for any expression pedals and external switches. Select Exp
Pedals or E